
TURBINE METER

MODEL NO : 11-TR-DF-PPC

SIZE :1/2’’ SIZE:1/4’’ SIZE : 1”

A  meter for delivering low viscosity !luids with a turbine measuring system. Easy to install,

in line or at the end of a delivery pipe, equipped with an easy-to-read, compact screen. The

meter can be installed directly onto the nozzle for convenient, on-the-spot reading of the

quantity delivered. Thanks to its strong casing and a sealed plug-in electronic card, this

sturdy meter can be used in practically all conditions.

The card can be rotated for easy display reading from all angles. The microprocessor is

powered by two easily replaceable, long-lasting batteries. Simple, reliable, versatile,

economic, the perfect instrument for managing liquid deliveries.

Model No.        : 11-TR-DF-PPC

Accuracy : ±1%

Pressure(max)     : 20Bar

Temp Range        : -10 °C-50°C

Medium                : Diesel, Adblue, chemicals, gasoline,kerosene,milk,water

Repeatability : ± 0.5%

High accuracy : Durable and Compact;

Display : 5 DIGIT Reset (10mm) Flow Rate

Gallon or Liter Option;

PPC body;

Indication             : Flowrate and Total Flow

Also for chemical industry, Aus32, urea, medicine and other corrosive medium

measurement

Unit: LTR GAL PT QT LTR→ → → →
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Model 11-TR-DF-PPC-06

Nominal diameter Size 1/4"

Maximum !low Max. Flow Rate 6 L/min

Minimum !low M in. Flow Rate 0.1 L/min

Measurement accuracy Accuracy ± 1%

Repeatability ± 0. 5%

Working pressure. Pressure Class 10Bar

Model 11-TR-DF-PPC-15

Nominal diameter Size 1/2"

Maximum !low Max. Flow Rate 30 L/min

Minimum !low M in. Flow Rate 1 L/min

Measurement accuracy Accuracy ± 1%

Repeatability ± 0. 5%

Working pressure. Pressure Class 10Bar

Model 11-TR-DF-PPC-25

Nominal diameter Size 1 "

Maximum !low Max. Flow Rate 120L/min

Minimum !low M in. Flow Rate 5L/min

Measurement accuracy Accuracy ± 1%

Repeatability ± 0. 5%

Working pressure. Pressure Class 10Bar

Manufactured & Marketed By :

M/S. Bombay Instrument Mfg. Co.
SHOP NO. 5 , 50/86, JITEKAR WADI
OPP. VINAY HOTEL 88, THAKURDWAR ROAD MUMBAI – 400 002 - INDIA
Tel. : 91 (022) 2389 1073 / 2389 10 7 5
Fax : 91 (022) 2389 1075
Web. : www.bombayinstrument.in
Email : bimco@mtnl.net.in , bimcoindia@gmail.com


