
BATTERY OPERATED, DIGITAL FLOWMETER FOR DIESEL, OIL ETC.

Model No. : 11-TR-DF

Service : Diesel / Petrol  etc.

Indication Total Flow with two Section:

Displ One can be re-set to Zero & Otherwill be counting continue:
(can not clear Total flow to zero)

SPECIFICATION :-
Model Turbine Flow Meter

Inlet&Outlet BSPT/NPT 3/4’ 1’ 1.5’

Flow Range 3/4’ 2-20GPM (7.6-75.7LPM)

1’ 5-50GPM (18.9-190LPM)

1.5’ 10-100GPM (38.0-380LPM)

Accuracy 3/4’ –1.5%

1’ –1.5%

1.5’ –1.0%

Repeatablity –0.1%

Pressure 300PSI/21Bar

Material Body Aluminum

Bearings Ceramics

Shaft Tungsten Carbide

Rotor PVDF

Tempreture -40°F to +250°F (-40°C to +121°C)

Manufactured & Marketed By :

M/S. Bombay Instrument Mfg. Co.
SHOP NO. 5 , 50/86, JITEKAR WADI
OPP. VINAY HOTEL 88, THAKURDWAR ROAD MUMBAI – 400 002 - INDIA
Tel. : 91 (022) 2389 1073 / 2389 10 7 5
Fax : 91 (022) 2389 1075
Web. : www.bombayinstrument.in
Email : bimco@mtnl.net.in , bimcoindia@gmail.com
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