*M/S. BOMBAY INSTRUMENT MFG.CO.

Full View Teflon Bushes Sight Glass

Model : 05-TF Model : 05

1. “BIMCO.” MakeFull view QVF. typesight flow indicator with detail
specification as follows.

Model No. : 05 (www.bombayinstrument.com)

All Wetted Parts : Teflon & Borosilicate Glass for Model : 05-TF

Packing : Teflon bush (2 Nos. Bush & 2 Nos. gasket) -Optional

Flanges : SS.316/PP/MS (Not goining to come in contact with
your line fluid.)

Glass : Borosilicate, having expension seration at both

ends to facilate easy removal & fitting of tube
for cleaning purpose in span of 6 -8 months.

Flange Dimension : ASA 150 Drilled -standard
Pressure : 6 Kg/cm?

Temperature : 120 Deg. C

Flange material : §§.316/MS/PP
Protective Guard : High Tensile Steel

Manufactured & Marketed By :

M/S. BOMBAY INSTRUMENT MFG. CO.

Add : 241/43, Raja Ram Mohan Roy Marg, Opp. St. Teresa’s Church, Maharaja Building,
2nd Floor, Near Charni Road Station, Mumbai - 400 004. Maharashtra, India.

Tel. : 91(022) 23891073 /23891075 Fax:91 (022) 2389 1075

Web. : www.bombayinstrument.in

Email : bimco@mtnl.net.in, bimcoindia@gmail.com , bimcoheenal@hotmail.




