BOMBAY INSTRUMENT MFG. CO. BIMCO®

AN IS0 9001:2015 CERTIFIED COMPANY

Specification of Pitot Tube

1. “BOMBAY INSTRUMENTS MFG. CO.” make Pitot Tube of SS.304 material with detail
specification as follows.
L-Shape Pitot Tube, Perfectly Machined, Prop erly shaped and polished. Concentric Tube
type having curved joint & ellipsoidal nose. Manufactured as per BS 1042

Our Model No. : PT-131

Standard : BS

Type : “L” type

AllMOC 1 SS.304

Process Connection . 1/4” BSP(M) —Double,ferrule fitting

Pressure Connection : Nozzle of SS.304

All joints : Argon arch welded

Finishing : Fully polished natural steel. All burs removed
and properly tested.

0.D. : 9.5mm

2) Mechanical Pressure measuring Instrument

Both Mechanical & Digital pressure Indicator available.
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Manufactured & Marketed By :
M/S. Bombay Instrument Mfg. Co.

SHOP NO. 5, 50/86, JITEKAR WADI

OPP. VINAY HOTEL 88, THAKURDWAR ROAD MUMBAI — 400 002 - INDIA
Tel. : 91 (022) 2389 1073 /2389107 5

Fax : 91 (022) 2389 1075

Web. : www.bombayinstrument.in

Email : bimco@mtnl.net.in , bimcoindia@gmail.com



