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* LEVEL SWITCHES * 
 

FLOAT 

 
 

 

    STAINLESS STEEL BALL             
         INSIDE THE MAGNE 
 
 
           MODEL NO : 01 
 

SIZE : 28 X 28 X 9.5MM - AVL 

SS.316L  

    MAX TEMP  : 150°C  

MAX  PRESSUER  :  10 KG/CM2 

 

 
FLOAT 

 
 

 
STAINLESS STEEL BALL 

INSIDE THE MAGNE 

 
 
           MODEL NO : 02 
 

SIZE : 24 X 24 X 9.5MM - AVL 

SS.316L  

MAX TEMP  : 150°C  

   MAX  PRESSUER  :  10 KG/CM2 

                  FLOAT 

 
 
  
 
STAINLESS STEEL BALL       
     INSIDE THE MAGNE 

 
 

MODEL NO : 03 
 

     SIZE : 40 X 35  X 15.5MM 
SS316L 

MAX  TEMP  : 150°C  

  MAX  PRESSUER  : 10 KG/CM2 

 
                  
                    FLOAT 

 
 

     STAINLESS STEEL BALL              
        INSIDE THE MAGNET 

 
MODEL NO : 04 

 

SIZE : 30 X 28 X 9.5MM 

SS.316L 

MAX  TEMP  : 150°C  

   MAX  PRESSUER    : 25 KG/CM2 

 

 
                     FLOAT 

 
 

STAINLESS STEEL BALL 
INSIDE THE MAGNET 

 

MODEL NO : 05 

 

SIZE :  42 X 42 X 11.5MM 

SS.316L 

MAX  TEMP  : 150°C  

MAX  PRESSUER    : 25 KG/CM2 

 

 
                  FLOAT 

 
 STAINLESS STEEL BALL 
       INSIDE THE MAGNE 
 
           MODEL NO : 06 
 

SIZE :  28 X 28 X 9.5MM - AVL 

 SS.316L   

MAX  TEMP  : 150°C  

 

                FLOAT 

 
 

CYLINDER  FLOAT 

 
MODEL NO : 07 

SIZE : 17 X 19.5 MM 

SS304 

MAX TEMP :  120°C 

FLOAT 

 

 
 
 

MAGNETIC FLAP FLOAT 

 
          MODEL NO : 08 

 

SIZE : 36 x 102MM 

SS.316L 

MAX TEMP :  120°C &  

MAX  PRESSUER    16 KG/CM2 

SR.GR : 0.9 

 

 

 

 
MODEL NO : 132L 

 

MATERIAL : SUS304 

 

50 W, WIRE LENGTH 350 MM, 

TEMPERATURE 

                  200 DEGREED 

 

 

 



 

MAX  PRESSUER    :  15 KG/CM2 

 

  
 

MODEL NO : 106L 
 

50 W AVL 

THE COLOR IS BLACK 

½” NPT 

 

 

 
MODEL NO : 101L 

 

50 W AVL 

M12 THREAD, PP MOC 

80 DEG C  

 

 

 

 
 

MODEL NO : 104L 

 

50 W AVL 

½” NPT, PP MOC 

                        80 DEG C 

 

 
 

MODEL NO : 1245S 

 

MATERIAL: SUS304-OK 

 

50 W, WIRE LENGTH 350 MM, 

TEMPERATURE 

200 DEGREED 

  

 

 
MODEL NO : 1380S 

 

MATERIAL : SUS304 

 

50 W, WIRE LENGTH 350 

MM, TEMPERATURE 

150 DEGREED 

  

 

 
 

MODEL NO : 131L 

 

MATERIAL : SUS304 

 

50 W, WIRE LENGTH 350 MM, 

TEMPERATURE 200 DEGREED 

 
 

 

 
 

MODEL NO : M-TMSS – LS – 4  

 

MINI FLOAT TOP MOUNTED LEVEL 

SWITCH , 

FLAMEPROOF/WEATHERPROOF  

 

 

MODEL : TMPP-LS-3 

TOP MOUNTED PP 

  

 

 
 

MODEL NO : 1370S 

 

MATERIAL : SUS304 

 

50 W, WIRE LENGTH 350 MM, 

TEMPERATURE 200 DEGREED 

  

 

 
 

MODEL NO : 1031P 
 

MATERIAL : PP 

 

10 W, WIRE LENGTH 350 MM, 

TEMP. : 80 DEGREED 

  

 

 
 

MODEL NO : DLC  D1  

 

DIESEL / PETROL/ ANY NON 

CONDUCTIVE LIQUID LEVEL SWITCH 

LENGTH ADJUSTABLE TYPE  

  

 

 

 
 
 

MODEL NO : B-104-L  

EXTERNAL SIDE MOUNT LEVEL 

SENSOR SERIES WITH SEAL 



 

 

MODEL : 9-FLS 
 

FORK LEVEL SWITCHES  

 

 

 
 

MODEL: RLY-CONTROLLER - 12 
 

RELAY CONTROLLER 

 

 
 

MODEL NO : SMF – LS – 5 
 

SIDE MOUNTED LEVEL SWITCH 

 

 

 
 

MODEL NO : SMSF – LS – 6  
 

SIDE MOUNTED LEVEL SWITCHES  

 

 
 
 

MODEL NO : TMSS – LS – 8  
 

TOP MOUNTED LEVEL SWITCHES  

 

 

 
 

MODEL NO : TMSS – LS – 4  
 

TOP MOUNTED LEVEL 

SWITCHES 

 

MOUNTING : TOP   

 

     
 

MODEL NO : 14 – DLS  

AIR BREAK CONTROLS – MOBRAY 

DUAL CONTROL 

DISPLACER TYPE LEVEL CONTROLER  

SWITCHES AVAILABE 

WEATHERPROOF ; FLAMEPROOF 

 

 

 
 

MODEL NO : TILT- SS 
 

STAINLESS STEEL CABLE 

220V/8A,  

WIRE LENGTH 3M – SILICON CABLE 

TEMP. : 150 DEGREED, PRICING 

  

 

 
 

MODEL NO. : TILT-3 

TILT TYPE LEVEL SWITCHES  

MOC : PP - BALL ; CABLE : PP ; 

MAX.TEMP. : 70DEG.C  

 

 

 
 

MODEL : 9-CLS-1 

 

CONDUCTIVITY LEVEL SWITCHES - 

SINGLE CONTROLLER 

 

 
MODEL : 9-CLS-2 

 

CONDUCTIVITY LEVEL - SWITCH 2PT. 

CONTROLLER 

 

       
 

MODEL NO : 9-CAP-LS 
 

CAPICITANCE TYPE LEVEL 

SWITCH 



 

 

MODEL NO : BI-ROLS-5  
 

SOLI LEVEL SWITCH ROTARY LEVEL 

SWITCHES 

 

 
 

SMAAL ROTARY PADDLE TYPE LEVEL 

SWITCH   

 

 
 

MODEL NO:BIMCOADMITT-
3000-PR 

 RF – ADMITTANCE POINT 

LEVEL SWITCH  

HEAVY DUTY PROBE 

 

 

 
MODEL NO:BIMCOADMITT-

3000-DC 

 RF – ADMITTANCE POINT LEVEL 

SWITCH  

DISC PROBE 

 

 

 
MODEL NO:BIMCOADMITT-3000-

BL 

 RF – ADMITTANCE POINT LEVEL 

SWITCH  

BOOT LEVEL  

 

 

 

Manufactured & Marketed By : 
M/S. Bombay Instrument Mfg. Co. 
SHOP NO. 5 , 50/86, JITEKAR WADI 

OPP. VINAY HOTEL 88, THAKURDWAR ROAD MUMBAI – 400 002 - INDIA 

Tel. : 91 (022) 2389 1073 / 2389 10 7 5 
Fax : 91 (022) 2389 1075 

Web. : www.bombayinstrument.in 

Email : bimco@mtnl.net.in , bimcoindia@gmail.com  

 
 

 


