BOMBAY INSTRUMENT MFG. CO.

GLASSTUBE ROTAMETER |

Model : GT-555-FL

1. “BOMBAY INSTRUMENT MFG. CO.” make High accuracyulty enclosed ,
GLASS TUBE ROTAMETER having Flanged ends at ®opottom both of
S.S.304/ M.S./PP. material with detada@fication as follows.

Our Modd No. : GT-555-FL

Type . Direct - online

Metering Tube : Borosilicate German Taper glass tube
Casing/Protectio  : M.S. Casing from 2 sides & clear
guard for Glasstube acrylic Front & back.

Scale : Engraved on milky white acrylic.
Gland Packing : PTFE

Accuracy . +/- 2% Of F.R.

Float : S$S.316, Conical

I nlet/outlet : Bottom to Top

Accuracy - +/- 2% of F.R.

Connection . Flanged ANSI 150 # RF

Service - Any liquid /Gas

Range . Pl. Specify

Operating Pressure : Normal

Operating Temp. . Pl. Specify

Material : $S.304/316

All wetted Parts : MS./ SS.304/316

Certificate: (1) Copy of Master traceable certificate witlr calibration &
guarantee Certificatd e issued.
(2) Operating & Maual Instnact will be provided with
Instruments.

Manufactured & Marketed By :

M/S. Bombay Instrument Mfg. Co.

241/43, Raja Ram Mohan Roy Marg, Opp. St. TereShisrch, Maharaja Building,
2nd Floor, Near Charni Road Station, Mumbai - 480.aharashtra, India.

Tel. : 91 (022) 2389 1073/23891075

Fax : 91 (022) 2389 1075

Web. :www.bombayinstrument.in

Email : bimco@mitnl.net.in bimcoindia@gmail.combimcoheenal@hotmail




