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MODEL NO.  : 10 – DF – MT  
 

DIGITAL FLOWMETER 
FLOW MONITOR 
INSERTION TYPE 

MOUNTING : FIELD/ PANEL 
LINE SIZE  : ½” TO 12” 

INDICATION : FLOWRATE & TOTAL 
FLOW WITH BATCHING SYSTEM 
OPTION : 4‐20MA; RS‐485,PULSE 

 

       
 

MODEL NO.  : 10-SS 
 

SS DIGITAL FLOWMETER 
STEEL SENSOR FOR TEMP.100 C 

& CORROSIVE LIQUID 
SIZE  : 15 NB TO 300   NB 

INDICATION  : FLOWRATE & TOTAL 
FLOW 

WITH BATCHING SYSTEM 

 

 
 
 
MODEL NO.  : PAD - 01 - MTFP

 
VERABAR (ANNUBAR) FLOW 

METER  
FLAMEPROOF HEAD 

WITH THREADED ENDS  

 

 
 

MODEL NO : 10 – VOR – FL 
 

VORTEX FLOWMETER 
MOST APPLICABLE FOR STEAM & 

GASES 
INDICATION : FLOWRATE & TOTAL 

FLOW FLAMEPROOF HEAD 

 
 
 
 
 
 

 
 

MODEL NO : BMF – 4000 
 

MASS FLOWMETER 
SIZE  :  3 & 8 MM 

FOR VERY LOW FLOW FOR  GASES 
INDICATION : FLOWRATE & TOTAL 

FLOW 
OUTPUT : RS‐485 & ANALOGUE 

MIN. RANGE : 0 – 2000 CC/MIN X 1CC 

 
 
 
 
 
 
 

 
 

MODEL NO : BMF – 570 
 

MASS FLOWMETER DIGITAL 
BATTERY/MAIN OPERATE  
FOR ALL TYPE OF GAS 
CONNECTION : ¼” & ½” 
WITH OUTPUT : RS‐485 

INDICATION : FLOW & TOTAL 
FLOW 

 

 
 

MODEL NO.  : MTAT - 555 - FL 
 

METAL TUBE ROTAMETER 
FOR HIGH PRESSURE & TEMP 
 
 

 

 
 
 

MODEL NO : UF – HH – 10  
  

ULTRASONIC FLOWMETER 
TRANSIST TIME 

FOR : ½”  TO 6000MM 
COMPLETE SET /ACCESSORIES 
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MODEL NO. : AB-787-MTR-CV 

 
LOW RANGE ROTA METER 

WITH CONTROL VALVE , PANEL 
MOUNT ,PURGE ROTAMETER 

 

 
 

MODEL NO : AB – 786 – TC 
ROTAMETER 

CONNECTION : TC  
 

 

            
 

MODEL NO : AB –786–MT–CV 
 

ROTAMETER WITH  TOP & BOTTOM 
CONNECTION WITH CONTROL VALVE 

 

 
 

MODEL NO.  : ABR-786-MTR 
 

ROTAMETER WITH PANEL MOUNT 
BODY : ROUND TYPE  

 

 

 
 

MODEL NO : AB – 786 – MT + 
SP 

ROTAMETER WITH HIGH PRESSURE 
(100BAR) 

 
 
 
 
 
 
 
 
 
 

MODEL NO.  : AB – 786 – MTR 
 

ROTAMETER WITH PANEL MOUNT 
CONNECTION 

 

 
 

MODEL NO.  : AB - 786 - MT 
 
ROTAMETER WITH TOP & BOTTOM 
CONNECTION,ON LINE MOUNT 

 

 
                  
                   GT-556-MT 
 

GLASS ROTAMETER WITH 
TOP & BOTTOM CONNECTION 

 

 
 

MODEL NO : GTR – 556  – MT  
GLASS ROTAMETER 
CL2 ROTAMETER  
IMP DESIGN 

 

 
 

MODEL NO : AB– 797 – FL - SPL 
ROTAMETER  

 

  
MODEL NO.  :  ABR - 786 - TC 

 
ROUND BODY WITH TC Fittings  

 

 
 

GTPP-555-FL 
  GLASS ROTAMETER WITH FLANGED 

END ;MOC  :  PP 
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MODEL NO.  : AB – 797 – FL 
 

ROTAMETER WITH FLANGE END 
,ON LINE 

 

 
 

Model No.  : ABR - 797 - FL 
 

ROTAMETER WITH FLANGE END 
P.P FLANGES  

BODY : ROUND TYPE  

 

 
 

MODEL : GTR-555-FL 
GLASS ROTAMETER  

ALL PARTS : PP 
IMP DESIGN  

ENCLOSER PP FULLY  

 

 
 

 
MODEL NO : GT–PDP–CV-ON 

 
PURGE GLASS ROTAMETER WITH 

D.P.,ON LINE MOUNT 

   

 
 

MODEL : GT-555-FLR 
 

GLASS ROTAMETER 
CONNCETION : FLANGED AT REAR 

 

 
 
 

Model No : GT – PDP – CV-PL  
 

PURGE GLASS  ROTAMETER WITH 
D.P.  PANEL MOUNT 

 

 
 

MODEL NO : GT – 555 – FL 
  GLASS ROTAMETER  

ON‐ LINE WITH FLANGE END 
 

 

 
 

MODEL NO.  : BY –  5 – H  
 

BY‐PASS ROTAMETER 
FOR HORIZONTAL LINE 

 

 
MODEL NO.  : BY –  5 – V  

 
BY‐PASS ROTAMETER 
FOR HORIZONTAL LINE 

 

 
 

MODEL : AB-797-GANG – B      
 

GANG ROTAMETER,PANEL MOUNT 
 

 

 
 

Model : AB-797-GANG – A 
     

 GANG ROTAMETER, PANEL 
MOUNT – SINGLE BODY  

 

 

 
 

MODEL : AB-797-GANG – C 
 

GANG ROTAMETER,OPEN TYPE  
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MODEL NO : K24 
TURBINE FLOW METER 

HIGH ACCURACY,  DURABLE 
AND  COMPACT;   
BODY :    PPC   

 

 
 

Model : BITFB-11 
TURBINE FLOW METER 
FLAMEPROOF HEAD  

FOR DIESEL , PETROL , GAS AND 
LIQUID  

  

 
 

MODEL: ELMAG – 200M SERIES 
MICRO – CONTROLLER BASED FULL 

BORE TYPE ELECTROMAGNETIC FLOW 
TRANSMITTER 

LINE SIZE : 15NB – 300NB 
MOUNTING : IN LINE  

 

 
 

MODEL NO : BI100 
MINI TURBINE FLOW SENSOR 
RANGE : 0.15 – 2.5 LTR/MIN 

PULSE OUTPUT : 3900 PULSES/LTR 

 

 
 

MODEL NO : BI200 
MINI TURBINE FLOW SENSOR 
RANGE : 1.0 – 30 LTR/MIN 

PULSE OUTPUT : 450 PULSES/LTR 

 

 
 

MODEL NO : BI300 
MINI TURBINE FLOW SENSOR 
RANGE : 1.0 – 60 LTR/MIN 

PULSE OUTPUT : 270 PULSES/LTR 

 

 
 
 

MODEL NO : BI400 
 

MINI TURBINE FLOW SENSOR 
RANGE : 1.0 – 60 LTR/MIN 

PULSE OUTPUT : 390 PULSES/LTR 
 
 
 
 

 

 
 
MODEL NO.: CLPR - FLO – CV 

 
CL2 ROTAMETER WITH PRV INBUILT 

 

 
 

MODEL NO: BI – CMF I - DNXX 
 

COMPOSITE TRANSMITTER AND 
SENSOR 

RANGE : ‐ 60°C  TO + 200°C 
PRODUCTS SPECS ARE DIVIDED ON 

THE BASIS OF NOMINAL SIZE AS DN3, 
DN6, DN10, DN15. DN25, DN40, DN 50, 

DN80, DN100 
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MODEL OGM – AI  SERIES 

FUEL OIL FLOW METER 
USED FOR OIL, FUEL, PETROL, DIESEL 

FLOW RANGE:0.1‐100 CUBICMETER/H 
DN: 15‐100MM 

MEASURE RANGE:0.15‐60 CUBIC 
METER/H 

LINE SIZE: 2’ ; 3” ; 4” 
INSTALLATION:HORIZONTAL/ VERTICAL 

MATERIAL :  C.I. 

 
 

      
 

ULTRASONIC FLOW METER 
FOR OIL/WATER/CHEMICAL ETC. 

SENSOR TO BE SELECTED ACCORDING 
TO PIPE SIZE : 

A) SS TYPE  (FOR 15 – 100 MM PIPES) 
B) M TYPE     (FOR 50 – 700 MM 

PIPES) 
C) L  TYPE     (FOR 300 – 6000 MM 

PIPES) 
 

 

 
 
 

MODEL NO : 11 – TR – DF 
BATTAERY OPERATED FLOW 

METER 
CONNECTION :  1” 

DIESEL / PETROL FLOWMETER 
RANGE  :  19 TO 190 LPM 
INDICATION :  TOTAL 

CONSUMPTION 
. 

LOW FLOW FUEL SENSOR 
 

 
FUEL FLOW SENSOR : BI 100C 

FLOW SENSOR  :BI100C  
WORKING VOLTAGE :DC3.3V‐DC24V  

MAX PRESSURE : <17.5 BAR  
WORKING VOLTAGE : 0‐12 BAR  

WORKING TEMPERATURE : ‐10°C TO 
120°C  

FLOW RANGE :  1‐50L/HOUR 

LOW FLOW FUEL SENSOR 
 

 
 

FUEL FLOW SENSOR : BI 200C 
FLOW SENSOR  :BI200C  

WORKING VOLTAGE :DC3V‐DC12V  
MAX PRESSURE : <12 BAR  

WORKING VOLTAGE : 0‐10 BAR  
WORKING TEMPERATURE : ‐10°C TO 

80°C  
FLOW RANGE :1‐50L/HOUR 

 
 

MODEL No  :  11 – VR – MF 
VOLUMETRIC FLOMETER 
MECHANICAL REGISTER 

OIL FLOW METER 
FROM : 1.5”  TO 6” 

MODEL NO  : 11 – VR ‐ MF 

 

 
 

MODEL NO  :  11 – OGM – DG 
 

OVAL  GEAR  FLOWMETER 
DIGITAL  DIESEL/FUEL FLOW METER 

CONNECTION  :  1/2” 
FLOW RANGE  :  0 – 35 LPM 

 
 

 

  
 

MODEL NO   :   BFM – 120 
 

4‐DIGIT FLOW METER FOR DIESEL 
OVAL DISC DIESEL PETROL METER 
MATERIAL   :    ALUMINIUM BODY 

FLOW     :   12‐ 120 LPM 
MAX. PRESSURE  :   3 BAR 
CONNECTION       :   1” 
ACCURACY        :  + 1% 

 

 
 

FUEL CONSUMPTION METER 
FOR VEHICLE 

 
 
 
 
 
 
 
 
 
 
 
 



 

         
 

OGM SERIES – MECHANICAL 
TYPE  

P.D.FLOW METER  
 

OVAL GEAR FLOW METER 
USES : FLOW MEASUREMENT OF 
VISCOUS LIQUID , F.O., DIESEL , 

PETROL, LUBRICATING OIL, OTHER 
OILS ETC. 

AVAILABLE : 25 , 40, 50 LINE SIZE ETC 
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OGM – A  SERIES – PULSE 
OUTPUT 

P.D.FLOW METER 
OVAL GEAR FLOW METER 

USES : FLOW MEASUREMENT OF 
VISCOUS LIQUID , F.O., DIESEL , 
PETROL, LUBRICATING OIL, 

OTHER OILS ETC. 
AVAILABLE : 25 , 40, 50 LINE SIZE 

ETC 
OPTIONAL : FLOW INDICATOR 
WITH FLOW TOTAL IN DIGITAL 

 

        
 

MODEL NO : BI – DOFS 
P.D.FLOW SENSOR 

OVAL GEAR FLOW METER 
USES : FLOW MEASUREMENT OF 
VISCOUS LIQUID , F.O., DIESEL , 

PETROL, LUBRICATING OIL, OTHER 
OILS ETC. 

AVAILABLE :  FROM 06  LINE SIZE 

 
 

DIGITAL INDICATOR (OPTIONAL) 
 

 
 

MODEL NO  :  11 – TR – DF – 1 
OVAL GEAR  OIL FLOW METER 

  INLET SIZE     :    BSPT 1” 
FLOW RATE   : 10~120L/MIN 
METRIC ACCURACY   :  ±0.5% 

ACCURACY  :  HIGH 
  

       

 
 

OGM – D  SERIES 
         OGM‐E‐25/40/50 
ALUMINUM OVAL GEAR METER 
WITH ELECTRONIC RE ALUMINUM 

OVAL GEAR METER WITH 
ELECTRONIC REGISTER 

MODEL : OGM – E – 25  ; OGM – E 
– 40  ; OGM – E – 50 
SIZE : 1”   ;  1 ½” ;   2” 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


