
 

                                             BIMCO™ 

 

BOMBAY INSTRUMENT MFG. CO. 
AN ISO 9001:2015 CERTIFIED COMPANY 

 
     Model No.  :    FLO-SW-LS with 1 OR  2 Limit Switch 

 

            
(A)                              (B) 

Round/SQUARE  Body Rotameter with Limit Alarm Switch 

Model No.         :        FLO-SW-LS with one/Two Limit Switch 

End Fitting         :        PP/SS.304 

Range                 :        0 to 1000 LPH ( As per requirement) 

connection         :         BSP  Threaded 

Service               :        Liquid/GAS 

Make                  :        BIMCO  

Flow cut-off       :        Sliding Adjustable type over entire flow range 

Switch type        :        Upper alarm & Lower alarm  

                                    (select A or B position AS FOLLOWS) 

Output                :       1 NO+1NC, latching switch standard  

Mounting           :       Vertical direction 

Flow direction    :        Bottom to Top 

Max. Voltage     :        24 Vdc 

Max. currant       :        0.5A 

Switch Position   :       Select any one OR both can given 

A)  If using the upper alarm, when the float is below the switch 

The switch will be  “NO”, When the float is above the switch,  

 the switch will be  “NC” 

B) If using the lower switch, when the float is below the switch .  

The switch will be  be  “NC”  

When the float is above the switch, The switch will be  be “NO” 

Qty                     :        Please Confirm  

________________________________________________________ 
Manufactured & Marketed By : 
M/S. Bombay Instrument Mfg. Co. 
SHOP NO. 5 , 50/86, JITEKAR WADI 

OPP. VINAY HOTEL 88, THAKURDWAR ROAD MUMBAI – 400 002 - INDIA 

Tel. : 91 (022) 2389 1073 / 2389 10 7 5 

Fax : 91 (022) 2389 1075 

Web. : www.bombayinstrument.in 
Email : bimco@mtnl.net.in , bimcoindia@gmail.com  

 


